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NASA is developing ultra-lightweight structures technology for large communication 
antennas for application to space missions.  With these goals in mind, SRS Technologies has 
been funded by NASA Glenn Research Center (GRC) to undertake the development of a 
subscale ultra-thin membrane inflatable antenna for deep-space applications.  One of the 
research goals is to develop approaches for prediction of the radio frequency and structural 
characteristics of inflatable and rigidizable membrane antenna structures.  GRC has teamed 
with NASA Langley Research Center (LaRC) to evaluate inflatable and rigidizable antenna 
concepts for potential space missions.  GRC has completed tests to evaluate RF performance, 
while LaRC completed structural tests and analysis to evaluate the static shape and 
structural dynamic responses of a laboratory model of a 0.3 meter antenna.  This paper 
presents the details of the tests and analysis completed to evaluate the radio frequency and 
structural characteristics of the antenna.  

I. Introduction 
PACE antenna development has been driven by several important factors such as reflectivity, shape accuracy, 
low weight and low packaging volume (Ref. 1-7).  Because of these design constraints, the demand for high 

performance antennas has increasingly stimulated the development of inflatable and deployable antennas due to 
their ability to achieve low weight and low packaging volume, and their promise of better shape accuracy (Ref. 8). 
The antenna shape accuracy, which is defined as the degree to which the actual shape of the structure deviates from 
the intended shape, is an important factor affecting the electromagnetic performance of the antenna.  The shape 
requirement has become the most critical requirement for the development of the newer class of large ultra-thin 
membrane inflatable and deployable antenna structures, which are inherently very flexible and hence susceptible to 
shape distortions in the space operating environment.  

S 

 
 The shape of the antenna surface originates in the structural design process, gets modified as it is adapted 
through the fabrication process, and obtains its final form only after it actually settles upon deployment in space.  
Antenna shape accuracy in space is influenced by a number of factors including: (1) the specific structural design 
and the type of antenna, such as umbrella type, inflatable, or petaline; (2) manufacturing state-of-the-art capabilities 
in metal working, moldings and fabrication of the contoured shape of the reflector; and (3) the operating 
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environment and the entire antenna system response to static and vibratory excitations from dynamic and thermal 
loads, severe attitude control inputs, antenna shape control inputs, and impact loads from space debris.   
 
 During the development of newer antennas, many structural research studies and laboratory experiments have 
been performed to predict and reduce reflector surface distortions (Ref. 9-11). For gossamer structures, analytical 
characterizations of on-orbit shape distortions (Ref. 12-17) are important because the space environment is difficult 
to simulate on the ground; ground testing limitations include the difficulties of simulating support-free operation and 
control under extremely low structural loadings brought on by zero-gravity conditions of space, as well as the 
inherent difficulty that full scale gossamer antennas may not be able to withstand high loads in the ground 
environment. However, laboratory testing before flight is also important for verifying the geometrical shape of the 
fabricated antenna, providing experimental data for verification of structural analyses, and confirming operation of 
the inflation and deployment mechanisms on the ground, even though it constitutes a high loading environment.  
Recent laboratory tests of gossamer structures such as inflatable and deployable antennas and solar sails have been 
focused on measurement of their static and dynamic characteristics using photogrammetric techniques (Ref. 22-24). 
In parallel with these analytical and ground testing advances in shape prediction and measurement, the antenna 
manufacturers have sought improvements in the fabrication process to precisely contour the thin-membrane surfaces 
of the reflectors (Ref. 18-21, and Ref. 25-28).  These three approaches, analytical studies, laboratory tests and 
fabrication techniques, by themselves or in combination, are used to ensure that the antenna design margins, antenna 
shape errors, and structural mass are held to acceptable limits in the development of high precision antennas.  
    
 NASA Langley Research Center (LaRC) is developing ultra-lightweight structures technology for antenna and 
space solar power applications for NASA missions (Ref. 17 and 29), with one of the research goals being the 
development of approaches for prediction of structural response characteristics of inflatable and rigidizable 
membrane antenna structures. As part of this goal, LaRC, in collaboration with NASA Glenn Research Center 
(GRC), is evaluating a subscale ultra-thin membrane inflatable antenna for deep space applications. This 
development program includes an immediate task to evaluate the RF performance and develop computational 
models for predicting the static and structural dynamic characteristics of the antenna, and a follow-on task to 
demonstrate test methods for measuring the static shape and structural dynamic responses on a laboratory model of 
an antenna.  Recently, RF tests were completed at GRC and structural analysis computational studies were 
performed at LaRC to characterize the nonlinear static response and normal modes of the inflatable membrane 
reflector using a finite element model of the antenna. Subsequently, static shape and dynamic tests were also 
conducted at LaRC on a 0.3 meter laboratory model of the antenna in both atmospheric and vacuum conditions. This 
paper presents the details of the RF and structural characterization tests and the analytical advances made in the 
development of the finite element analysis for a 0.3 meter laboratory model of an inflatable antenna reflector.  

   

II. Test Measurements 
  The laboratory model of the 0.3 meter reflector antenna is shown in Figure 1. The antenna is an off-axis 
parabolic reflector that operates at the 8.4 GHz NASA deep space network frequency. The antenna membranes are 
Kapton material of 0.7 mil thickness, and the membrane dish is inflated to a nominal internal pressure of 14 Pa.  The 
inflated membrane is held stretched by 32 soft elastic catenaries that are equally spaced around the circumferential 
edge of the dish.  One end of each elastic band of the catenaries is attached to the membrane edge through a Kapton 
tab and the other end is attached to a rigid oval frame.  

A. Radio Frequency Test 
 
   Large aperture inflatable antennas promise microwave performance similar to solid reflectors, low aerial density 
(< 1 kg/m2), and high packaging efficiency for both space and terrestrial applications. Thin polymer (CP-1) films 
are cast on a precisely machined mandrel, thermally cured, and released.  Two such films are cast per antenna. One 
film is metalized with a vapor deposited aluminum coating approximately 1200 Angstrom thick. The thin films are 
sealed around the periphery to hold inflation pressure.  Structures up to 10 meters in diameter have recently been 
demonstrated for RF applications and solar concentrator applications. On-axis, offset, and Cassegrain antennas are 
currently being designed, fabricated, and characterized. As a prelude to development of a full-scale inflatable 
membrane antenna, the 0.3 meter off-axis reflector was designed, fabricated and tested. 
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NASA-GRC and SRS conducted RF 
characterization tests of two 0.3 meter aperture 
inflatable thin film polymer (CP-1) antennas (labeled 
RF2 and RF3). These antennas were tested in the 
NASA-GRC Far Field Facility at 8.4 GHz (at vertical 
and horizontal polarizations), which is the NASA 
Deep Space Network frequency.  The facility’s far 
field limit is 0.3 meter at lamda/40.  A total of 28 tests 
were conducted with internal pressures from 1.7 
through 16.2 Pa, at rotations from 0 to 360 degrees 
(including side lobes & back lobes), with the catenary 
loads fixed.  Figure 1 shows a prototype unit (RF2) 
with waveguide feed horn.  Figure 2 shows the results 
comparing the RF antenna performance of the two 0.3 
meter antenna test articles (RF2 & RF3) against 
computer simulation.  Inflation pressure during these 
measurements was 14.9 Pa. The measured antenna 
performance is comparable to that of a conventional 
rigid reflector and reasonably well matched to the 
analytical model prediction.  The center beam 
correlation of test and analysis was excellent.  Some 
side lobe reduction was identified, this is likely due to 
the non-optimized feed horn (5dbm tested vs 11 dbm 
desired) and also the antenna edge effects may have 
contributed too.     

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
              Figure 1.  0.3 meter Antenna (RF2) inside the 
                         NASA-GRC Far Field Range.  

 

 
Figure 2.  Measured and modeled far-field azimuthal radiation pattern of both 0.3 m inflatable membrane 

reflectors at 8.4 GHz. 
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  In order to reduce cost some what, and possibly reduce surface wrinkling from packaging, a “shear” metal coating 
was investigated.  Since the reflection coefficient is governed by the impedance of the film and not related to film 
thickness, as long as the film is not porous, a translucent 300 Å aluminum coating was evaluated.  Measured results 
are shown in figure 3.  The directivity was within 0.25 dB of the conventional coating. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 3. Conventional (1200 Å) coating versus shear (300 Å) coating. 
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B. Static Shape Test 
 
Once the RF testing was completed at NASA-GRC, 

the antenna was shipped to NASA-LaRC for structural 
characterization tests.  To provide measurement 
locations for static shape and dynamic tests, 
approximately 100 retro-reflective targets were placed 
on the reflective surface of the antenna.  The retro-
reflective material was used to provide good signal 
response when illuminated with flash photography for 
photogrammetry or with a laser for laser Doppler 
vibrometry.  A professional photogrammetry camera 
was used to precisely measure the 3-dimensional 
position of each of these targets when the structure was 
inflated to the operational pressure of 14 Pa.  Figure 4 
shows the 0.3 meter antenna as equipped for the static 
tests. 
 
 The spatial resolution provided by the retro-reflective 
targets was inadequate to provide satisfactory 
comparison with analysis.  However, the measurement 
did show significant differences in catenary lengths 
around the circumference of the antenna during the 
initial tests.  The non-uniformity of the stress boundary 
condition achieved with these catenaries was not 
adequate, so an attempt was made to characterize and 
improve the uniformity of loads in each catenary. 

Figure 4. 0.3 meter Antenna Instrumented for Static 
Photogrammetry Measurements.  
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 First, several of the catenaries were removed from the test article and placed on a load-deflection measurement 
device specifically designed for measurement of the elastomers that make up the catenaries.  Prescribed 
displacements were then applied to the elastomer and resultant loads were measured.  This was repeated for several 
load-displacement cycles and for several catenaries.  The results of these load-displacement tests were used to 
estimate the length of the catenary necessary to produce the stress boundary condition required by the manufacturer.  
Finally, the attach point of the catenary on the support frame was adjusted in an attempt to achieve this desired 
catenary length that would produce the nominal boundary load (2.5 N) for the antenna.  Several iterations of this 
technique provided a uniform stress boundary condition that was significantly improved compared to the original 
setup.  At this point the dynamic modal tests described in the next section were performed. 
 
 Once the dynamic tests had been completed, the test article was modified to increase the spatial resolution of the 
surface for static shape measurement.  Initially, a target projector was used to project a large number of light points 
on the surface of the membrane.  This allows for much greater spatial resolution while maintaining non-contact 
metrology techniques.  Previous researchers have had some success using this technique for static and dynamic 
measurements of gossamer structures.  However, the highly reflective convex shape of the antenna caused 
significant ‘hot spots’ in the measured images.  As a result, the technique was unsuccessful at capturing the static 
shape at increased spatial resolution. 
 
 In order to improve the capability of the measurements while minimizing the impact on the response of the 
structure, a thin layer of talc powder was applied to the structure.  The surface changed from a reflective to a diffuse 
white surface allowing for high spatial resolution static measurements of the structure with the dot projection 
photogrammetry technique.   Figure 5 shows the structure as it was measured with the increased spatial resolution.  
The weight added to the structure was less than 0.5g.  A total of 6,647 points were measured on the surface of the 
antenna with this technique.  The spatial resolution provided significant detail in the surface height of the antenna – 
including measurements of wrinkles of multiple sizes on the antenna.  The wrinkles were due largely to repairs made 
to the structure during its long tenure.  To reduce the wrinkles somewhat near the center of the antenna, two 
catenaries (1 at top center, 1 at bottom center) applied higher than nominal load during the shape test.  Surface 
contours of the antenna are shown in Figure 6.  Repair locations are clearly seen at the right edge and lower corner, 
causing radial wrinkle lines from the right edge. 
 

 
Figure 5. 0.3 meter Antenna Modified  
for Dot-Projection Photogrammetry. 
  

Figure 6. Surface Contours – 0.3 meter Antenna 
Measured with Dot-Projection Photogrammetry. 
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C. Dynamic Test 
 
  Dynamic measurements were made of the 
antenna using the initial 100 retro-reflective 
targets with a scanning laser doppler vibrometer.  
The tests were completed first in ambient 
conditions then in vacuum at 1 torr pressure 
inside the NASA-Langley Structural Dynamics 
Branch 8-foot diameter spherical vacuum 
chamber.  The setup and configuration for the 
vacuum tests is shown in Figure 7, while ambient 
tests were completed in a similar configuration.  
Laser vibrometer measurements are made through 
a glass port in the chamber.  Initially, a 5 lb. 
shaker was attached to the frame supporting the 
structure (at the upper right corner) through a 
10lb. load cell.  A second set of data was acquired 
by exciting the antenna directly (without the use 
of a load cell to eliminate mass loading) through 
one of the catenary attachment positions (also at 
upper right corner).  Excitation was provided in 
the form of a pseudo-random input from 0 to 125 Hz and 3 averages.  The results completed in-vacuum with the 
excitation to the frame produced the best data.  Figure 8 shows the Average Spectrum (average of all measurements) 
Frequency Response Function (FRF) and coherence (COH) for the in-vacuum frame excitation test.  The FRF shows 
10 well defined modes with good COH at resonance.  The first two modes are essentially support frame modes 
(21.6, 27.5 Hz) pivoting about the bolt attachment points.  The next three modes are catenary flex modes with the 
dish undergoing rigid body motion (32.2 Hz out-of-plane, 39.2 Hz fore & aft, and 40.6 Hz lateral).  Then there is the 
first frame flex mode with the dish following its motion at 48.4 Hz.  The last four modes are membrane modes 
coupled with edge/ring motion (53, 56, 61, 68 Hz).  While the frequency response of the structure was repeatable, 
there are many questions surrounding the impact of the damaged areas and how the subsequent wrinkles may affect 
the dynamic response of the antenna.  Further review of these test results is discussed in the test-analysis comparison 
section of this paper along with ODS plots for each of the modes mentioned. 

Figure 7. 0.3 meter Antenna Configuration for In-Vacuum 
Dynamics  Measurements. 

Figure 8.  Average Spectrum FRF and Coherence from Dynamics Test. 
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III. Structural Analysis 
A.  Finite Element Model 

A finite element model was developed for the 
structural analysis of the off-axis parabolic reflector 
membrane dish antenna (Figure 9). The antenna 
reflector dish consists of two parabolic shell 
segments molded at the outer edge of the reflector 
to form an inflatable dish. The catenaries hold the 
reflector membrane in tension against the 
surrounding oval frame. The top and bottom 
membrane of the reflector dish are modeled with 
four-noded-quadrilateral membrane elements. The 
outer strip of the reflector membrane, which is 
elliptical shaped, was modeled using quadrilateral 
shell elements. The frame is modeled with 
triangular shell elements. Catenaries were modeled 
with a set of beam elements with temperature 
dependent material properties, so that desired pre-
stress loads in the catenaries can be generated by 
suitable selection of temperature loads. The finite 
element model has a total of 11704 elements and 
10741 nodes. The aluminum oval frame is 
supported at three points, at which it is fixed to the 
ground.  The reflector dish is inflated to an internal 
pressure load, and also subjected to gravity load to 
simulate the test conditions.  

 
Figure 9. Finite element model of the antenna reflector.

 
The static nonlinear finite element analysis of the parabolic reflector structure is performed with solution 

sequence 106 of the MSC/NASTRAN program, which solves a linear system of equations of incremental 
displacements. Normal mode vibration analysis is performed at the last converged nonlinear static analysis iteration, 
to determine the natural frequencies and mode shapes of the antenna structure. 

B. Nonlinear Static Analysis 
 
1. Deformed Reflector Shape with Increasing Pre-Tension in the Catenaries 

 
A nonlinear static computational analysis of the antenna was performed to simulate the ground test condition of 

the reflector dish structure suspended from the catenaries attached to the frame. The static analysis of the antenna 
was carried out to estimate the deformation patterns and internal forces in the membrane of the reflector dish. The 
structural analysis assumed the following conditions - an internal pressure of 17.4 Pa, 1g gravity load normal to dish, 
and catenary pretension loads up to 2.3 N. In the analysis, the pretension loads in the catenaries around the elliptical 
edge of the reflector were increased uniformally to study the change in reflector shape deformation with increasing 
catenary load. The resulting deformations are computed with respect to the un-deformed original parabolic surface 
of the dish, and are plotted in a fringe pattern on the front surface of the dish.  Figure 10 shows how the internal 
displacement in the membrane changes with increasing pretension in the catenaries.  Among the various fringe plots 
shown in Figure 10, the first plot is for pretension load of 0.47 N, where a nearly regular band of fringe shows up on 
the surface deformation plot. This regular fringe band is a result of the membrane undergoing rigid body motion. For 
small incremental pretension loads up to 0.47 N, the inflated dish is simply getting pulled up against the gravity 
load, and hence the surface mostly undergoes large rigid body motion. At a pretension loads of 0.70 N and higher, 
the reflector membrane undergoes static deformations under the load, and this is indicated by a non-uniform fringe 
band.  These deformations can be visually observed by the changes in the red and orange areas of the fringe pattern, 
as membrane surface changes under application of different amount of load.  Also, the deformation level changes for 
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different portions of the reflector surface. For pretension loads of 0.70 N and above, the reflector membrane 
distortions become predominant in the overall deformation pattern that may include rigid body motion of the dish. 
The reflector surface deformations are between 0 to 3 millimeters, as seen in the analysis plots for catenary loads 
between 0.47 N to 2.31 N, after discarding the rigid body displacements from the plots.  While the catenary tension 
increased, the internal forces in the reflector membrane increased. The maximum catenary tension of 2.31 N was 
seen to be the limiting load, under the prescribed inflated pressure of 17.4 Pa, and above that load the membranes 
began to wrinkle under the applied pretension loads. The membrane wrinkling was observed from deformation plots 
(not shown here) generated during the analysis.  Figure 10 shows that the left and right regions of the antenna 
surface are most sensitive to increasing the catenary load uniformally, as seen by the increasing scale of the red/dark 
orange contour with load. 
 
 

0.47 N 0.70 N 0.93 N 1.39 N 2.31 N 

Figure 10.  Deformed shape of the reflector membrane with uniform increase in pretension in 
the catenaries. 

 
 
 
 
 
  
 
 
 
 
 
2. Surface Deformation Variation with Internal Pressure and Distribution of Pretension along Reflector Edge 

 
Minimization of reflector surface deformation is one of the primary focuses in any antenna structural design. In 

the nonlinear analysis, a computational study was performed to see if the uneven deformation of the reflector surface 
can be reduced by varying the pretension loads in the catenaries that are located around reflector edge. Pretensions 
were changed in the analysis runs by increasing the size (radius) of the catenaries around the elliptical edge of the 
reflector.  Figure 11 shows three cases of the catenary pretension distribution: (1) uniform load, (2) increased lateral 
load by 20%, and (3) increased vertical load by 20%.  The increased lateral load case was achieved by increasing the 
load in 11 catenaries at the right and left edges of the dish.  The increased vertical load case was achieved by 
increasing the load in 11 catenaries at the top and bottom edges of the dish.  For the uniform load case, all the 
catenaries are equally loaded at 0.91 N.  Figure 11 shows the fringe plots from the resulting displacement fields for 
these three cases, with each color of the fringe band indicating a certain range of displacement (about 0.14 mm).  A 
bigger area of the band indicates more uniform displacement field.  From these plots, it can be seen that the uniform 
load case has 3 fringe bands, which means a greater gradient of displacement across the surface.  By increasing 
tension in the top and bottom edges or left and right edges, the displacement gradient is reduced as indicated by 
more area of one color band providing a more uniform displacement field.  These cases show that the displacement 
field of the reflector surface can be tailored with appropriate selection of pretension load in the catenaries.  

    

Figure 11. Deformed shape of the reflector membrane for various catenary boundary loads.

Uniform Load Increased Lateral Load Increased Vertical Load 0 mm 

1 mm 
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The variation of the displacement field with changes in the internal pressure under constant catenary tension 
(1.38 N) was also evaluated in the analysis computations. Figure 12 shows the reflector upper surface displacement 
field for various internal pressures. As can be seen from the figure, the displacement fields become more uniform 
with increasing internal pressure. Also, the magnitude of the displacement field reduced at higher internal pressure.  
 
 

1.5 mm 

        
8.71 Pa     17.43 Pa     34.86 Pa             

 
Figure 12. Reflector surface displacement field variation with different amount of internal pressure.  

0 mm 

 
3. Sensitivity to Catenary Pretension, Stiffness and Internal Pressure 
 

The reflector membrane surface deflections with variation in catenary pretension load, as discussed above, are 
extended to the case where all catenaries have a uniform pretension load.  For a uniform pretension in the catenaries, 
the maximum deflection at a point on the upper surface is plotted against the catenary pretension in Figure 13. This 
plot shows that for small pretension, the dish is undergoing large deflection, primarily because of large rigid body 
component, and then deflection decreases with pretension. The reflector surface distortion is smallest at 0.7 N. After 
about 0.97 N tension load, the surface displacement increased with tension until a maximum of 2.31 N is reached. At 
this higher load, the outer edge deforms considerably, and the membrane begins to wrinkle.     Maximum surface 
deformation occurred around the outer edge of the reflector where the catenaries are connected with the reflector 
dish.  The outer edge was stiffened to see if it reduces wrinkles in the membrane. Also, the stiffness of the catenaries 
was increased by an increase in cross-sectional radius of the catenaries. But the higher stiffness at the edge brought 
about a higher concentration of load in the outer strip, which resulted in higher deformations at the reflector edge. 
Next, the variation of reflector surface deflections, at a longitudinal cross-section of the reflector dish, from changes 
in the internal pressure with gravity load was analyzed and plotted in Figure 14. As the internal pressure is increased 
the dish expanded into larger cross-sectional size. The bottom surface deflection is larger than the top surface 
because the gravity load adds to the inflation pressure load.  The sensitivities of the deflection at two points - one on 
the top and another on the bottom point of the cross-section - with respect to internal pressure in the reflector dish 
are shown in Figure 14, and in these cases a nearly constant pretension in the catenaries was maintained. 
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4. Post-Test Static Analysis and Comparison with Test Measurements 
 
   Static analysis was performed with a 
new set of parameters to reflect those 
used in the recent test.  Internal pressure, 
catenary pretension, and membrane 
modulus were among the several 
parameters that were changed for this 
analysis. The internal pressure of 17.4 Pa 
used previously was changed to 14 Pa. 
The previous analysis was based on 
gravity pointing down normal to the 
antenna surface, where as in the test, the 
antenna was mounted vertically on the 
oval frame for easier measurements. In 
the post-test static analysis, the 
gravitational load applied was changed 
to a direction pointing down along the 
plane of the dish in the Y-direction. The 
resulting static deformation of the 
membrane under the internal pressure of 
14 Pa along with gravity load is shown 
in the Figure 15.  An enlarged screen 
plot (not shown) of the deformation field 
indicated that the dish has sagged in the direction of gravity, and showed a relatively smaller deformation in the top 
thinner section of the dish. The maximum deformation in the center region of the dish was found to be less than 2 
mm. The analysis results (see fringe pattern) show that the thinner section (top region) of the parabolic dish exhibit 
greater deformation than at thicker section (bottom region) of the dish.   

 
Figure 15. Static Deformation with gravity in Y-direction.

 
 Figure 16 shows a comparison of the static deformation from structural analysis results and test measurements 
along a cross-section of the upper surface of the dish.  Both analysis and test points, have nearly the same curvature. 
Analysis points nearly follow the curvature completely up to the edges, whereas the test points flatten at the edges. 
In the test, edges of the membrane are not getting inflated and are some what wrinkled in the outer portion of the 
membrane on the right edge because of repairs.   

Figure 16.  Static displacement comparison between test and analysis.  
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IV. Normal Mode Analysis 
 
1. Catenary Flex Modes and Frame Modes   
 
 Normal mode analysis was performed to predict the frequency characteristics of the finite element model of the 
reflector dish antenna.  The updated stiffness matrix evaluated at the last iteration of the nonlinear static analysis and 
the mass matrix evaluated from the material mass density were used in the eigen-solution computation of the natural 
frequencies of the structure.  The membrane dish has a very small mass, of the order of 4 grams, as compared with 
the structural mass of the oval frame, which is about 1.3 kg.  The basic low frequency modes of the reflector dish 
from the initial analysis are shown in the Figure 17.  The rigid body modes of the dish, indicated by the dish edge 
being displaced as shown in the figure, arise from flexible motion of the catenaries. The figure shows the catenaries 
stretching in different patterns around the oval frame. A few of the rigid body motions are (1) sagging motion in the 
direction of gravity at 32.61 Hz, (2) fore and aft, and lateral motion along an axis of the elliptic plane-form of the 
dish at 37.15 and 38.31 Hz, (3) torsion motion in plane of the dish at 39.50 Hz, and (4) sideway motion in the plane 
of the dish at 39.79 Hz. Other combinations of these basic modes of the reflector dish were also seen in the analysis.  
These modes occurred in the range of frequencies up to 100 Hz, with no significant deformation of the reflector 
membrane. In addition, a 47 Hz oval frame mode also appeared in between these low frequency modes, because of 
the large mass of the frame, and slotted sections within it, causing greater flexibility for frame motion. 
 

Figure 17. Catenary Flex Modes and Frame Modes
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2. Outer Edge/Ring Modes and Membrane Modes 
 
 In the frequency range of 70 Hz to 100 Hz, the outer edge/ring modes of the antenna were predominant, along 
with some bending motion of the reflector membrane.  At the lower end of this range of frequencies, the outer 
edge/ring was undergoing large motion, because of its relatively lower stiffness compared to the pressure stiffened 
membrane dish.  Animation of the time varying mode shapes showed that the outer ring was undergoing cyclical out 
of plane motion around the circumferential edge of the reflector. As seen from Figure 18, the number of cycles (or 
half waves) in the edge motion increase with increasing natural frequencies of these modes.  As many as 10 or more 
half waves were seen at higher frequencies.  In these modes, the reflector membrane deforms in the vicinity of the 
outer edge, where significant motion occurs.  A combination of outer ring mode and first bending mode of the 
reflector occurred at 67.93 Hz and 68.83 Hz, which is shown in the Figure 23 in section 4 (post test comparison).  In 
these two cases of membrane bending, the surface motion fall on an axis that is tilted with respect to major axis of 
ellipse. This is because the outer ring mode and bending mode of the reflector are coupled with the catenary flex 
modes.  In these two bending modes, two pairs of the reflector membrane segments are bending in an orthogonal 
pattern with respect to each other.  In the next mode at 73.72 Hz, three pairs of membrane segments are bending 
accompanied by cyclical outer ring motion.  

 
 
3. Sensitivity of Frequencies with Pretension and Internal Pressure 
 

Figure 19 shows the antenna natural 
frequency variation with pretension loads. A 
constant internal pressure of 17.4 Pa, and a 
1g gravity load normal to dish was used in 
the computation.  As seen from the figure, 
the natural frequencies of the basic modes 
increased with pretension in the catenaries. 
The stiffening effect of the pretension load on 
the natural frequencies was found to be quite 
significant in the analysis for frequencies up 
to 100 Hz. At higher frequencies, there were 
many closely spaced modes and the effects of 
pretension load on those modes were not 
clearly distinguishable. Next, the effect of 
internal pressure on the mode shapes was 
also made. The internal pressure was changed 
in steps from 8 Pa to 100 Pa, with constant 
pretension. The frequencies of the modes at 
lower frequencies (0-100 Hz) did not change 
much with increasing internal pressure 
because they are dominate edge/ring modes. 
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Figure 19.  Natural frequency variation with 
 Pre-tension.  

    

Figure 18.  Circumferential and cyclical modes of the dish outer-edge and membrane.
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4. Post-test Normal mode Analysis and comparison with test measurements 
 

The normal modes of the dish antenna were recomputed with conditions that match those of test to enable 
comparisons to be made between test results and analysis predicted frequencies and modes shapes of the antenna. 
The internal pressure was set to 14 Pa, and several other parameters including stiffness modulus of catenaries and 
membranes, and catenary pretension were changed to bring the analysis as close as possible to the test conditions for 
predicting the normal modes of the antenna.  The antenna dish rigid body modes identified from the structural 
analysis and test are shown in Figure 20. The upper reflector surface motions are compared here. In the sagging 
mode the membrane dish moves out-of-plane like a rigid body, because of the stretching motion of the catenaries. 
The frequencies of the sagging mode from test and analysis agree very well, which indicates that the overall stiffness 
and mass modeling are in good agreement. The fore and aft motion and lateral motion from test and analysis are 
nearly the same in frequency and type of motion. In contrast with the test modes, the fore and aft mode and lateral 
modes from the analysis results appear to be tilted about an axis of the elliptical plan form. However the fore and aft, 
and lateral motions plotted in the analysis appear orthogonal to each other. These modes occur about a tilted axis for 
two reasons - (1) the membrane modes are coupled with catenary flex modes, and (2) an offset in the center of 
gravity of the dish about the reference axis located at the center of the elliptical dish. Also, the principal inertias of 
the dish were different.  The torsion and side modes described earlier (in section 1) are not compared here because 
these modes were not measured in the test as it would have require the measurement of in-plane motion of the dish 
(vibrometer configured to measure out-of-plane motion only).   

 

Figure 20. Rigid Body Mode Comparison 
(Test vs. Analysis) 

 

 
The test results had shown two lower order support frame modes in which the support frame pivots about the 

bolted attachment points, as shown in Figure 21.  These modes were not represented in the analysis, and are believed 
to be due to a non-linearity involving the bolted attach points.  However, the first support frame flex mode was 
identified and shown to match well in shape and frequency as shown in Figure 22.  This mode involves the support 
frame flexing out-of-plane near the top section of the test article with the dish following its motion. 
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Figure 21. Support Frame Pivoting Modes
(Test Modes Only) 

Figure 22. Support Frame Flex Mode 
(Test vs. Analysis) 

  

 
 

At frequencies of 67.9 Hz and 68.8 Hz, the membrane bending is seen in the analysis mode shapes in Figure 23. 
The membrane bending is coupled with catenary motion and also with outer edge motion. Again, the modes are 
tilted for the same reason as with the fore and aft and lateral modes. Test measurement depicts membrane bending at 
53 Hz, 56 Hz and 61 Hz and shows similar tilt of axis of motion at 53 Hz, and 56 Hz.  These membrane bending 
modes consist of bending about two orthogonal axes, and the relative motion about these axis are unsymmetrical as 
discussed in the previous section (blue area goes up, cyan area goes down).  

 
The analysis membrane mode at 73.7 Hz has bending about three axes and this membrane bending mode is 

coupled with outer edge ring modes. Similarly, membrane bending motion about three axes was seen in the test 
result plotted at 68 Hz.  This preliminary comparison of analysis and test mode shapes brings out the complexity of 
modal characteristics of the inflated off-axis parabolic dish mounted on flexible catenary supports. Further 
evaluation of these mode shapes of analysis and tests are necessary to pinpoint the precise modes for detailed 
correlation and further model refinement.     
 

Figure 23. Edge/Ring and Dish Membrane Mode Comparison 
(Test vs. Analysis) 
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Concluding Remarks 
   
 A 0.3 meter inflatable parabolic dish antenna was successfully tested for its RF characteristics and shown to have 
RF performance comparable to that of a conventional rigid reflector and is reasonably well matched to the analytical 
model predictions.  A “shear” metal coating was also investigated and shown to produce comparable RF 
performance characteristics to the conventional coating, although at reduced weight and reduced potential for 
surface distortion due to wrinkles from packaging.  A nonlinear static and structural dynamics computational 
analysis of the antenna concept was performed by developing a finite element model.  The structural analysis of the 
antenna dish concept identified salient characteristics of the static and normal mode responses for the 1g ground 
condition for various values of internal pressure and pretension loads in the catenaries.  The outer edge/strip of the 
reflector dish was found to have a significant effect on the reflector surface deformations. Appropriate distribution 
of the pretension loads in the catenaries was shown to provide a basis to alleviate undesirable distortion of the 
reflector surface.  Tests for antenna surface static shape and modal dynamics were completed and compared with 
analysis to evaluate the model accuracy.  The model was shown to have similar curvature in surface shape to the test 
results along the centerline of the antenna surface for its major and minor axis.  The model also was adjusted slightly 
to show the rigid body and low order flex modes match reasonably well (with some differences due in part to test 
article repair work), although further model refinement would be required for a detailed test-analysis correlation.  
Thus, it is expected that with further model refinement, simulations can be completed with the model to determine 
antenna performance for various mission scenarios and aid in developing the antenna concept to satisfy specific 
mission requirements.     
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